
ALARM UNIT FOR ZIPPER WIRED

Used in conjunction with ZIPPER Wired, this unit provides an acoustic warning to the cabin occupant,
whenever ZIPPER is opened. In addition, this unit also provides 2 individual signal wires, addressing
telematics devices that are equipped with inverted logic inputs.

COMPATIBILE WITH: 786010020 KIT UPGRADE ZIPPER LOCK WIRED 786010019 KIT UPGRADE ZIPPER WIRED
586753045 ZIPPER LOCK WIRED 105 586753035 ZIPPER LOCK WIRED 80 824518010 ZIPPER PLUS M2 105 XL
WIRED-FC OPTION 824518011 ZIPPER PLUS M2 80 XL WIRED-FC OPTION 786010025 KIT UPGRADE ZIPPER LOCK
WIRED LONG WIRE 586763045 ZIPPER LOCK WIRED 105 LONG WIRE 586763035 ZIPPER LOCK WIRED 80 LONG
WIRE
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CODE DESCRIPTION

077351002 ALARM UNIT FOR ZIPPER WIRED

TECHNICAL DATA

SPECIFICATIONS

Main body material Plastic Box containing PCB

Dimensions 100x60x30

General Specifications ECU for optional use with ZIPPER WIRED to provide in cabin alarm and
providing multi digital outputs in the form of Pos. (+) digital output and Neg
(-) digital output. Buzzer volume 105Db

Weight 170 g

PACKAGING

Package type Carton Box

Package dimensions (cm) 165x125x80

Package contents ECU, cable, buzzer, instructions

Power 12-24V

Output Digital Neg (-) output Digital Pos (+) output Buzzer Output
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